Emission Reduction Systems, Inc.

(a RYPOS/Proventia Affiliate)


PROVENTIA – RYPOS TRU FILTER INSTALL CHECK LIST
OIL CONSUMPTION TEST FOR TK ONLY
Prior to the installation of a Proventia TRU filter for TK, CARB requires that an oil consumption test be performed prior to the filter installation.  In order that we perform and document this information, fill out this form on every unit that is having a  Proventia TRU filter installed and place in the unit file.  This test is not required for Carrier
For TK ONLY: Follow the following steps:

1. Add oil to the engine to the full mark on the dipstick

2. Record the engine hour meter reading with engine oil at full

3. Run TRU for about 50 – 100 hours under normal operation.  The TRU can be used on normal routes and deliveries as long as any add oil is recorded

4. Record the engine hour meter reading after running 50 – 100 hours

5. Again add oil to the engine to the full mark on the dipstick

6. Record how many ounces of oil were used, if any

7. If oil consumption rate is less than one ounce per 1.5 hours, then proceed with Proventia TRU filter installation.  (ARB limit is no more than ONE quart/50 hours of run time)
8. If oil consumption is greater than one ounce per 1.5 hours, then service the TRU engine according to manufacturers recommendations before installing Proventia  TRU filter
FOR TK ONLY----OIL CONSUMPTION DATA-FILL OUT BELOW AND FILE IN UNIT FILE 
DATE________________



UNIT #________________

TECHNICIAN____________________

ENTER BEGINNING HOUR METER READING _______________________

ENTER ENDING HOUR METER READING __________________________

DIFFERENCE _________________________________________________

OIL CONSUMPTION RATE = HOURS RUN/ OUNCES ADDED DURING TEST PERIOD  ________________________________________________________

FOR TK ONLY: INJECTORS REPLACED_______________     (Not required for Carrier)
PROVENTIA FTF DPF SERIAL # INSTALLED____________________
ARB PROVENTIA FAMILY #  CA/PEC/2008/PM2+/NOO/OF/FTF01  (This # is for all TK DPFs)
DATE DPF INSTALLED__________________

FOR CARRIER ONLY: ALTERNATOR REPLACED WITH 105 AMP STYLE__________

RYPOS RS-202-S DPF SERIAL # INSTALLED_____________________
ARB RYPOS FAMILY #  CA/RYP/2009/PM2+/NOO/OF/DPF01  (This # is for all Carrier DPFs)
DATE DPF INSTALLED___________________
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